
PRODUCT SPECIFICATION SHEET

BEACON
TEXTILE PIECE DYE

Test Method Value

GENERAL SPECIFICATIONS

COMPOSITION 40% PC Recycled Polyester / 60% Virgin Polyester

BACKING Woven Backing

WEIGHT 450gsm±3%g/sm  20.3±3% oz/per Linear Yard

WIDTH 140cm / 54"

DYEING TYPE Piece Dye

PHYSICAL PERFORMANCE
ABRASION RESISTANCE ASTM D4157 100,000 doublerubs

TEAR STRENGTH ASTM D2261-13 Warp:445 lbf   Fill:157 lbf

BREAK STRENGTH ASTM D5034 Warp:424 lbf   Fill:278 lbf

BRUSH PILLING ASTM D3511 Class 4

TUMBLE PILLING ASTM D3512 Class 4

SEAM SLIPPAGE ASTM D4034-92 40 lbf up

CROCKING RESISTANCE AATCC 8-2016 Class 4.0 

COLORFASTNESS TO LIGHT AATCC 16.3-2014, Opt. 3 Class 4.0 / 40 Hours 

FLAME RETARDANCY SPECIFICATIONS
CALIFORNIA TB 117-2013 SECTION 1 PASS

ADDED PERFORMANCE
BLEACH CLEANABLE YES, 10% Dilution

STAIN RESISTANT YES - PFAS Free

WATER RESISTANT AATCC 22-2014 Rating : 90


